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HOLD TRIMMER HT 180

KEY ADVANTAGES &
TECHNOLOGICAL CAPABILITIES

4@ Pressurized cabin
Fully sealed, filtered, climate-controlled.

‘ Hygiene-first engineering.
Rapid chemical sanitization, corrosion-resistant
pipes/fittings, zero residue or cross-contamination.

4 5-minute rear access.
Counterweight removes quickly for deep cleaning.

‘ No electronics. None at all.
WHAT IT DOES? Designed to be washed daily without consequence.

4 Low fuel consumption: 18 L/h, max 23 L/h
Optimized hydraulic circuits reduce wear and extend
service intervals.

The Hold Trimmer works inside dry cargo vessel holds
alongside the quay crane. The crane handles the main
load using a 30-40 m°® grab bucket - the HT 180 moves
bulk material from corners and under bulkheads, the
spaces no grab crane can ever reach. It works
continuously, keeping the bucket always full and the |
unloading operation always at maximum productivity.

THE ENVIRONMENT DEMANDS MORE

Bulk cargo holds are among the harshest environments.
Explosive dust, total immersion in fine particles, mandatory
deep-cleaning between every cargo shift. Standard
excavators were never designed for these extremes.



TECHNICAL DESCRIPTION
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HOLD TRIMMER HT180 - TECHNICAL DATA

Weight 18,600 kg
Engine FPT F36 Stage V
Power 105Kw / 142Hp
Displacement 3,600cc

Number of cylinders 4
Urea tank (AdBlue) 19 liters
Diesel tank 210 liters

HYDRAULICS

Load Sensing variable flow
main hydraulic pump
with constant power 320 litres/min@360Bar

Hydraulic gear pump 22 litres/min@120Bar
Hydraulic tank 360 liter
Post-compensated servo-assisted distributor

Double displacement hydraulic
piston translation motors

Hydraulic rotation motor with axial pistons




TECHNICAL DATA

PARTICULAR WORKING ENVIRONMENT
REQUIRES SPECIAL FEATURES:

DURABILITY

» Shielded hydraulics pistons and pipes under
the boom, protected from impact.

* Debris-resistant grilled hoods prevent dust
accumulation.

» Robust FOPS protection built for ports - very secure
and easy to replace.

PERFORMANCE
* Special pump for horizontally pushing/sweeping FIRE SAFETY

bulk across the hold floor, feeding the crane

at max speed. * If you use a Euro 5 engines then you know that it

« Precision control load-sensing hydraulics allow auto-regenerate at 640°C - a fire risk in grain/soya holds.
three simultaneous maneuvers. The HT 180 blocks auto-regeneration entirely.

The operator decides when and where to regenerate.

* Smart cooling FLEXXAIRE reversible fan keeps )
Always safe. Always in control.

radiator clear, cuts fuel use.
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